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With its premium performance technology, Tattoo RW is
THE ultimate solution to print temporary or updatable
cards, singly or in small runs.

SPECIFICATIONS

ENCODING OPTIONS

PRINT MODE

ERASING & PRINTING SPEED

CARD FEEDING

CARD FORMAT
CARD TYPE

CARD THICKNESS
RESIDENT FONTS

SUPPORTED PLATFORMS
SUPPLIED SOFTUWARE
INTERFACE

PRINTER FORM FACTOR

300 dpi print head for premium quality printing [(11.8 dots/mm)

USB & Ethernet connections

16 MB RAM

Detachable feeder with a capacity of 100 cards [0.76 mm or 30 mil]
Detachable output hopper with a capacity of 15 cards [0. /6 mm or 30 mil)
1-Button and 4-LED control panel

White body, brilliant blue cover

HiCo/LoCo Magnetic stripe encoder 150 7811 or JIS2
Contactless encoder 15014443A & B, Mifare, DesFire [USB connection)

Direct thermal printing and erasing on rewritable material
Maximum print area: 48 mm x 76 mm (1.89" x 2.99")

8 seconds [manual]
12 seconds [card feeder)
3-Track IS0 magnetic encoding: 4 seconds per card

Manual card insertion and delivery
Card-feeder insertion and delivery to removable hopper
Automated Mode: selects a card from the feeder if no card is inserted manually

CR-80 - ISO 7810 [53.98 mm x 85.60 mm - 2.125" x 3.37")

Rewritable thermochromic material

- Mitsubishi Black & Blue

- Ricoh upon request

- Other material upon request and validation

From 0.5 mm to 0.76 mm [20 to 30 mil)

Arial 100, Arial bold 100
Barcode - Code 39, 2/5 interleaved

Windows XP and Vista, 32 & B4 bits

eMedia Trial - 30 days evaluation

USB & Ethernet. [USEB cable supplied)

Without output hopper: 166 mm [6.54") [H) x 280 mm (11.42" (L) x 187 mm (7.36") (W)

With output hopper: 166 mm [6.54") [H) x 368 mm (14.49") [L) x 187 mm [7.36") [W)
2 4 Kg (5.3 Ibs)

Power supply: 100,/240 V AC, 1.8 A, 30-60 Hz
Printer: 24 VDC, 3 A

Min /Max operating temperature; 15°/30°C (59°/8E° F]
Humidity: 20% to B5% non-condensing

Min /Max storage temperature: -5°/+70°C [23°/138° F)
Storage humidity: 20% to 70% non-condensing

Operating ventilation: free air

WARRANTY m 2 years [printer and print head), limited to 15,000 inserted cards’

PRINTER WEIGHT
POWER SUPPLY

ENVIRONMENTAL CONDITIONS
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